


All about  F O N I X                              
CARATTERISTICHE DEL FONIX

                                                                                                                  ELECTRICAL PERFORMANCE OF FONIX

ALL MEASUREMENT by Audio Precision System one  @ 230 vac +/-5%

• S t a n d a r d    v e r s i o n   o f f    F O N I X  

Type off unit Solid State  phono-riaa preamplifier for MM 
and MC cartridge with two separate input

Phono input sensibility MM: 1.5 mV 47 Kohm 100 pF
MC: 0.4 mV 47  Kohm 100 pF

Gain and distorsion MM: 47 db @ 0.1%
MC: 66 db @ 0.15 %

Frequency response and noise 20-20 Khz @ +/- 0.5 db precision
MM: 75 db s/n ratio
MC:  70 db s/n ratio

Output impedance and voltage 200 ohm / 10 Volt rms max
Power   supply   100 / 117 / 230 / 240 Vac   50/60 Hz     60 V/a
Dimension max - external 
measurement of  preamplifier

440 x 308 x 85 ( L x P x H) mm
Weight:  9 Kg net , 10.5 Kg. gross

Accessories supply Power cable mains / manual instruction/
/ four pair of rca adaptor for Mc resistance 
variable

• V e r s i o n   a v a i l a b l e   o f   F O N I X  

 F O N I X  system  basic Basic version without cherry wood sides
 F O N I X  system wood one With cherry woods sides for main unit preamplifier
 F O N I X  system Black plexi With Black sides for main unit preamplifier 

Note:

Cherry/Black plexi  wood sides add four centimetres to lateral max dimension


